Benchmark: Square Cut on SE wingwall of bridge Elev. T1.29

S.N. 099-0119 built in 1978 as a single span 17"x36" PPC Deck Beam
Bridge with 2" Bituminous wearing surface on closed abutments on
spread footings. The structure measures 37°-0" Back fo Back abutments
and 42°-0" out to out deck. Bridge was rehabilitated in 2005 with
partial beam replacement.

Traffic is to. be maintained utilizing stage construction. One lane for both
directions will be provided by using temporary traffic signals.
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SCOPE _OF WORK

1. Total superstructure removal and replacement. ELEVATION
2. Substructure repairs.
3. Approach slab removal and replacement.
See Roadway sheets for details.
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GENERAL NOTES

Plan dimensions and details relative to existing plans are subject fo routine
variations. The Contractor shall field verify existing dimensions and details
affecting new construction and make necessary approved adjustments prior to
construction or ordering of materials. Such variations shall not be cause for
additional compensation for a change in scope of the work, however, the -
Contractor will be paid for the quantity actually furnished based upon the unit
price bid for the work.

Reinforcement bars shall conform to the requirements of ASTM A706 Grade 60
(IL Modified). See Special Provisions.

The Contractor is advised that the existing PPC Deck Beams are in a deteriorated condition
with reduced load carrying capacity. It is the Contractor’s responsibility to account for

the condition of the beams when developing construction procedures for removal and
replacement of the superstructure.

Attach new Name Plate to the Inside face of parapet as shown. Existing name plate is to be
removed, cleaned and relocated adjacent to new name plate. Cost included in the cost of
Name Plates.

Reinforcement Bars designated (E) shall be epoxy coated.

No in-stream work wili be allowed on this project.

Slip forming of the parapets is not allowed.

The minimum thickness of the concrete overlay shall be 5" and varies as required to adjust
for the new profile grade and beam camber.

Repair of the substructure shall be completed prior to placement of the new deck beams.
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